
John Wood Storage Booster Tanks provide the hot 
water storage capacity that is required to support 
high-demand applications including combination 
hot water and space heating applications. 

Features
• Available in 40, 50, and 80 gallon capacities to 

meet the hot water requirements of modern 
households

• Meets the R12.5 minimum thermal insulation 
requirements of the U. S. Department of Energy

• Glass-lined inner tanks for long life

•  Automatic temperature control through 
adjustable thermostat

Storage Booster Tank
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WARRANTY
5 Year Limited Tank Warranty*
1 Year Limited Parts Warranty

Consult installation manual for terms and conditions or visit                              
www.johnwoodwaterheaters.com for more information.

*1 Year Limited Tank Warranty on Commercial Installations
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DIMENSIONS & SHIPPING WEIGHT

Model
Capacity Water Connections Height to Top of Tank Tank Diameter Height to T&P Approximate Shipping

Weight

USG (L) IN IN (CM) IN (CM) IN (CM) LB (KG)

JWSB-40 40 (151)  NPT 50 (127) 201/2 (52) 41 (104) 98 (44)

JWSB-50 50 (189)  NPT 49 (124) 23 (58) 401/2 (103) 142 (64)

JWSB-80 80 (287)  NPT 601/2 (154) 24 (61) 52 (132) 175 (79)

For Technical Information/Warranty: 
Call 1-888-479-8324 or email techsupport@hotwater.com

www.johnwoodwaterheaters.com
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